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MACK TRUCKS, INC.

Engineering Development & Test Center
2402 Lehigh Parkway South (18103)
P.O. Box 1907

Allentown, Pennsylvania 18105-1907
Phone 610-709-3011
Fax 610-351-8727
|

April 27, 2001

Administrator, National Hicthway
Traffic Safety Administre tion
400 Seventh Street, S.W.

Washington, D.C. 20590 I—IL P”K’

Attention: VIN Coordinéator
Dear Madam:

SUBJET: VEHICLE IDENTIFICATION NUMBER (VIN)
CODING INFORMATION - REVISION A-01

Pursuant to Secticns 565.7 (c) and (d) of 49 CFR Part 565, Vehicle Identification Number
Requirements, Mack Trucks, Inc., a manufacturer of diesel and natural gas powered heavy duty
trucks of 12700 kilogram:: (28,000 pounds) GVWR and greater, and importer of diesel powered
medium duty trucks of 1- 791 kilograms (25,995 pounds) GVWR and greater, manufactured by
Renault V.I., submits the attached revision to the VIN coding information for such Mack vehicles.
The following page(s) has been revised to reflect an addition to our VIN coding information.

Revised Page Revision Cateqory
Index page 1 Revised to reflect addition of page AF-1.
AF-1 Added page with codes AF01 thru AF06.
AG-1 Added “Bridge Formula” to appropriate “SERIES”

column entries.

Very truly yours,

MACK TRUCKS, INC.

Xy 2N

Thomas F. Brown
Executive Staff Engineer
Product Support Department

Aftach.




INDEX TO VIN CODING INFORMATION FOR MACK VEHICLES
MANUFACTURED BY MACK TRUCKS, INC., MACK CANADA INC. & RENAULT V.l

SECOND SECTION (VIN characters four, five, six and seven
(model, series, cab type and engine type)
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VIN CODING INFORMATION

FOR MACK VEHICLES
CODE MODEL SERIES | CAB ENGINE TYPE MACK VEHICLE
TYPE DESIGNATION
(LINE)
AFO1 MV 200 LCF 6Cyl.-377CID (62L) MV222L
(FREEDOM) 135 thru 234 BHP (101 thru 174 kW) (FREEDOM M)
AF02 MV 200 LCF 6 Cyl.-377CID (62 L) MV222
(FREEDOM) 135 thru 234 BHP (101 thru 174 kW) (FREEDOM L)
AF03 MV 300 LCF 6Cyl.-377CID (6.21) MV322L
(FREEDOM) 135 thru 234 BHP (101 thru 174 kW) (FREEDOM XL)
AF04 MV 300 LCF 6Cyl.-377CID (6.21) MV322L
(FREEDOM) 235 thru 334 BHP (175 thru 249 kW) (FREEDOM XL)
AF05 MV 300 LCF 6Cyl.-377CID (6.2L) MV322
(FREEDOM) 135 thru 234 BHP (101 thru 174 kW) | (FREEDOM XXL)
AF06 MV 300 LCF 6Cyl.- 377 CID (6.2 L) MV322
(FREEDOM) 235 thru 334 BHP (175 thru 249 kW) | (FREEDOM XXL)

Issued 04/27/01




VIN CODING INFORMATION

FOR MACK VEHICLES
CODE MODEL SIRIES CAB ENGINE TYPE MACK VEHICLE
(LINE) TYPE DESIGNATION
AGO1 cv 500 CBE 6 Cyl.-728 CID (12.0 L) CV513
(Granite) (E ridge 435 thru 534 BHP (324 thru 398 kW)
Fc -mula)
AGO02 Cv 500 CBE 6 Cyl.-728CID (12.0L) Cv513
(Granite) (Eridge 335 thru 434 BHP (250 thru 323 kW)
Fc¢rmula)
AGO3 Ccv 500 CBE 6 Cyl. - 728 CID (12.0 L) CVv513
(Granite) (Eridge 235 thru 334 BHP (175 thru 249 kW)
Fc rmuia)
AG04 Ccv 500 CBE GLIDERKIT CV500GK
(Granite) (Eridge
Fcrmula)
AGO05 cVv 500 CBE 6 Cyl. -540 CID (8.9 L) Cv533
(Granite) (Liridge 335 thru 434 BHP (250 thru 323 kW)
Fc¢rmula)
AGO06 cv 500 CBE 6 Cyl.-540CID (8.9L) CV533
(Granite) (tiridge 235 thru 334 BHP (175 thru 249 kW)
F¢rmula)
AGO7 cv 700 CBE 6 Cyl.-728 CID (12.0 L) CVv712
(Granite) 435 thru 534 BHP (324 thru 398 kW)
AGO08 cv 700 CBE 6 Cyl.-728 CID (12.0L) Cv712
(Granite) 335 thru 434 BHP (250 thru 323 kW)
AGO09 cv 700 CBE 6 Cyl.-728CID (12.0L) Cv712
(Granite) 235 thru 334 BHP (175 thru 249 kW)
AG10 cv 700 CBE 6 Cyl.-728 CID (12.0 L) CV713
(Granite) 435 thru 534 BHP (324 thru 398 kW)
AG11 Ccv 700 CBE 6 Cyl.-728 CID (12.0L) Cv713
(Granite) 335 thru 434 BHP (250 thru 323 kW)
AG12 Ccv 700 CBE 6 Cyl.-728 CID (12.0L) Cv713
(Granite) 235 thru 334 BHP (175 thru 249 kW)
AG13 Ccv 700 CBE GLIDERKIT CV700GK
(Granite)
AG14 cv 700 CBE 6 Cyl.-540CID (891L) CV733
(Granite) 335 thru 434 BHP (250 thru 323 kW)
AG15 cVv 700 CBE 6 Cyl. -540 CID (8.9 L) Cv733
(Granite) 235 thru 334 BHP (175 thru 249 kW)
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